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Click“�”icon again to open “Light Settings”.4)

In the“Lower Fill Light”column, change the status to“Off ”to 
make sure the lower fill light is not automatically controlled.

5)
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After installing the TH2 and mounting the items, the fill 
light is turned“on”to release the No.1 throwing hook, and 
is turned off and on again to release the No.2 throwing 
hook.

6）

Click on“Off ”to switch off the fill light: the thrower does 
not move.

7)

Click“Open”again and repeat steps 6) and 7) to throw the 
item in Position II.

8)
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Indicator status
Users can understand whether the TH2 working status is 
abnormal according to the indicator.

1）Power indicator

2）Throwing indicator

The power indicator light will light up when it is powered on.

The throwing indicator will flash 3 times when it is powered 
on, the corresponding throwing hook will throw and the 
corresponding indicator will be on.

V. Indicator Status

Common failure：

Solution：

TH2 does not throw after turing on the fill light of the 
MATRICE 4.

Install TH2 on the MATRICE 4, it will turn on its auto-calibra-
tion function after the MATRICE 4 being powered on and the  
UAV’s  fill light being turned on for 30s.

VI. Common Failure and Solution
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Made in China

www.czi.com.cn
Service Hotline：400-008-8306

ChengZhi Support

czzn@czi.com.cn

If you have any questions or suggestions 
regarding the manual, please contact us at

czi Office Website

Please scan the QR code to 
view the latest user manal.

VII.  Offical Website Link

For detailed usage instructions, you can refer to the 
electronic version of the instruction manual (Go th offical 
website-> Service & Support -> Download Center-> 
Instruction Manual Download) or the product teaching 
videos (Go to CZI offical website-> Service & Support -> 
Download Centre-> Teaching Vedio).
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